


Lounge and breaktast area
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Reception
The first tall element to meet you In the
entrance underlines the very high ceiling
height of the entrance. It works as bill-
board as well as a place for displays etc.

Indirect Iight IS placed behind the screen
walls In the torm of simpel standart
lightfixtures

The marking in the floor could be made as
B a simple inlay in the carpet or sealed in a
concrete floor with epoxy.

Patio, exsisting polycarbonat roof Is
removed

Information, guidance, meetings

The color or colors of the element
should be decided In cooperation with the

artist(s)

Hotel information stand

The markings n
the tloor guides
you through the

room

The Lobby Is characterized as a very long and differantiated room In both section and
plan. We want to put in a simple and strong element witch guides you through the room as
well as offering information. The element should Rleaver the walls free as the canvas for

the artist.

[t should have the quality ot underlining the significant section ot the builldning and at the
The screen walls could be made ot sheet- same time creating a spatial connection between the difterent tunctions/scenarios that will
rock or plywood on site and painted with take place on the groundTIOOI’.
the same paint as the Tloor strip.
it could also mtegrate displays showing We belleve that due to the size and difterent usage ot these areas, the furniture
future events, rates and common Info. should not be tixed, but movable, thereby giving this space Its tull tlexibility In

meating the many different requirements e.g. breaktast situation, lounge, lobby
and pre-clubbing.

Accentuating the tallness of the skylight
this element will also be used as a screen
tor projections In the lounge as well as
wall for breakfast tables

The reception and bar counter
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This Rslicer makes a connection between
the roofterrasse and the lounge.

[t folds the outside Iinside, and besides
showing the weather situation, 1t works
as an Iindirect lightsource on the roofter-
rdasse.









Hangers

Side of bed

used as bedside
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Shelves

Standart light-
Tixtures
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Standart box-
madress
Room for HTPC
and Subwoof-
fer under bed
Sourruond
speakers

Room for minibar

THE ROOM

The artwork, the connectivity, the simpelness

The greatest complexity of the individual rooms should be the artwork.
Theretore 1t 1s our goal to keep the furntiture and accesories at a
minimum achieving a minimum of compitition with the artwork. Non of the

furniture should touch the walls witch are consittered as the canveses
for the artist.

The combined bed, closet and desk turniture Is build on site as a simples
strutt structure with plywood. It Is painted on site alowing previous spa-
cling and pure prescision in the carpenter work.

The room is equipt with HTPC ( Home Theater PC ) this works as a Rjuke-
box¥ as well as offtering movies and internetbrowsing on the display for

those who havejnt brought there own laptop. The room Is covered by WIFI
for internet acces

The bathroom Is retubished with new white tiles. Indirect lightning eftect
IS used In the ceiling and walls.







